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Handle shown for
reference only.

FFL FFL

Door width

Concealed hinge shown,
butt hinge option available.

1 No LP1504 intumescent
seal in heel edge of the door.

2 No LP1504 intumescent
seal in  leading edge of one door only.

1 No LP1504 intumescent
seal in top edge of the door.
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Remove all burrs and sharp edges.
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Drawing is provided to customers free of charge and the details shown are subject to the accuracy of the information provided to SELO at the time the drawing was originally requested. No duty of care is owed to the recipient or ant other third party and SELO cannot accept liability in respect to the details shown.
The drawing should therefore be approved by the project design and management authority before use to ensure it meets with their specific requirements. It should also be read in conjunction with SELO's current literature available at www.selo-uk.com
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Selo are not the designers responsible for any wall detail if shown, you should know that we are not aware of any fire test evidence for wall constructions
which are not, standard as defined in EN1363-1:2020, nor is it our responsibility to establish if such evidence exists.
Tested detail in accordance with EN1634-1, requires standard supporting wall constructions with a minimum of 200mm either side and above door frame.
Flexible wall construction requirement is a minimum of 300mm between apertures. Minimum upstand in flexible standard wall construction 100mm.
Outside of these minimum dimensions specific fire test evidence should be sought.
All requirements of the Fire resistance field of application report from Warringtonfire, for the Selo product/s included in this drawing must be ensured, or
an alternative fire assessment for any deviation including non-standard wall details must be sought from a competent and designated body for producing
fire resistance assessments.
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