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Please note: FIRE RATING

Ceiling details shown for - : .
Ceiling build up to be certified by

NFR

information only, not for
construction issue

others.

FIRE STOPPING
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Structural Opening Width = Door Width + 11mm
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ACOUSTIC RATING

Results declared reflect the optimum achievable within the
limitations of the test standard and sites specific average
results may vary where building elements of different
materials interface altering natural acoustic deflection.
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Clear Opening Width = Door Width - 35mm
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Structural Opening Height = Door Height + 11mm
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Pin Hinge
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Detail D

ACCESS PANEL SUITABLE FOR DOORS 150-600mm WIDE AND 150-1200mm HIGH.
STUD WORK AND PLASTERBOARD SHOWN FOR REFERENCE ONLY.

FOR FURTHER TECHNICAL DETAIL AND INFORMATION PLEASE
CONTACT THE SALES TEAM AT sales@selo-uk.com

Remove all burrs and sharp edges. PROJECT: VIA ACCESS PANELS
Please report errors and omissions INT DWG NO: SEL-DRW-PRD-VIA-0101 TOLERANCES IN mm
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Drawing is provided to customers free of charge and the details shown are subject to the accuracy of the information provided to SELO at the time the drawing was originally requested
The drawing should therefore be approved by the project design and management authority before use to ensure it meets with their specific requirements. It should also be read in conjunction with SELO's current literature available at www.selo-uk.com

. No duty of care is owed to the recipient or ant other third party and SELO cannot accept liability in respect to the details shown.
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Drawing is provided to customers free of charge and the details shown are subject to the accuracy of the information provided to SELO at the time the drawing was originally requested.

No duty of care is owed to the recipient or ant other third party and SELO cannot accept liability in respect to the details shown.
The drawing should therefore be approved by the project design and management authority before use to ensure it meets with their specific requirements. It should also be read in conjunction with SELO's current literature available at www.selo-uk.com
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