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FIRE RATING E120
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Drawing For Information Only

NOT FOR CONSTRUCTION

FIRE STOPPING INTUMESCENT ACRYLIC SEALANT

or QUENCH FIRE-STOPPING

ACOUSTIC RATING Up To 41dB

Results declared reflect the optimum achievable within the limitations of the
test standard and sites specific average results may vary where building
elements of different materials interface altering natural acoustic deflection.
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Selo are not the designers responsible for any wall detail if shown, you should know that we are not aware of any fire test evidence for wall constructions
which are not, standard as defined in EN1363-1:2020, nor is it our responsibility to establish if such evidence exists.
Tested detail in accordance with EN1634-1, requires standard supporting wall constructions with a minimum of 200mm either side and above door frame.
Flexible wall construction requirement is a minimum of 300mm between apertures. Minimum upstand in flexible standard wall construction 100mm.
Outside of these minimum dimensions SpECiﬁC fire test evidence should be SOUght. Remove all burrs and sharp edges. Please report errors and omissions DO NOT SCALE PRINT FINISH: | N/A COLOUR: N/A
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fire resistance assessments. SELO at the time the drawing was originally requested. No duty DRAWN NB 25/03/21| TYPE: RISER SYSTEM CONCEALED FRAME NOTED
of care is owed to the recipient or ant other third party and SELO
cannot accept liability in respect to the details shown. The drawing| CHECKED PART DESCRIPTION: | FOUR DOOR -4D LHA X +1
should therefore b d by the project design and XX 0.5
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Selo are not the designers responsible for any wall detail if shown, you should know that we are not aware of any fire test evidence for wall constructions
which are not, standard as defined in EN1363-1:2020, nor is it our responsibility to establish if such evidence exists.
Tested detail in accordance with EN1634-1, requires standard supporting wall constructions with a minimum of 200mm either side and above door frame.
Flexible wall construction requirement is a minimum of 300mm between apertures. Minimum upstand in flexible standard wall construction 100mm.
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